
Technical Data GE series 

 
1) Optional up to 10 kW 
2) It’s necessary the design by a qualified technician according to soil composition

MODEL GE-3 GE-5 GE-10 GE-20 GE-30 GE-50 GE-100 GE-200 
Generator rated power - kW 0.3 0.5 1 2 3 5 10 20 
Max output power - kW 0.49 0.65 1.5 3 4 6.2 12.3 25.5 
Output voltage - Vac 24 48 120 240 360 
Generator Permanent magnetic generator 
Number of blades  3 
Material of blades  Fibre glass 
Blades diameter - m 1.5 2.4 2.8 3.2 4.5 6.4 8 10 
Start-in wind speed - m/s 3 
Rated wind speed - m/s 12 8 9 10 12 
Outage wind speed - m/s 25 20 
Rated speed - rpm 450 400 200 90 
Type of off-course Automatically track wind direction by tail-vane Wind direction is decided by dogvane 
Generator weight - kg 20 45 50 65 300 370 480 1200 
CE Marking 2004/108/EC; 2006/95/EC; 2006/42/EC 
Compliance with the standards EN 60204-1; EN 61400-2 
Guy-cable towers  
Tower height - m 6 9 12 ------ 
Tower weight - kg 25 45 60 115 370 510 670 ------ 
Number of anchor bases  8 4 8 4 8 ------ 
Distance of the farthest anchor base 
from the tower - m 2.8 4 6 ------ 

Dimensions of Base 
(Length x Width x Depth - mm) 

 

Tower base 800 x 800 x 800 1000 x 1000 x 1000 ------ 
Anchor base 600 x 600 x 600 1000 x 1000 x 1000 ------ 
Free-standing towers 1)    
Tower height - m 8 12 18 
Tower weight - kg 330 1350 2700 
Dimensions of Base 2) 
(Length x Width x Depth - mm) 1000 x 1000 x 1600 1600 x 1600 x 2200 2500 x 2500 x 

3000 



Power Curves GE series 
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